
APPENDIX I

Failed Gas Caps Replaced During Initial Tests 

That Were Recorded as a Pass

Listed by Model Year

2012



Pennsylvania Department of Transportation

Pennsylvania Electronic Emission Transmission System Reports

Gas Caps Replaced During Pass for Initial Tests:Listed By Model Year

Vehicle Type Reporting Date

Vehicle Make Reporting Period

2013 16

2012 788

2011 2,192

2010 2,132

2009 2,225

2008 3,182

2007 3,783

2006 4,294

2005 4,918

2004 4,602

2003 4,065

2002 3,686

2001 3,105

2000 3,115

Model Year

Test Type

Location ALL

INITIAL

4/1/2013

2012

Total Number Gas Caps Replaced During Pass 

of Initial Test

ALL

PASSENGER VEHICLES

2000 3,115

1999 2,415

1998 1,926

1997 1,492

1996 1,058

1995 1,190

1994 847

1993 623

1992 413

1991 365

1990 271

1989 173

1988 149

1987 112

1986 85

1985 80

1984 48

1983 25

1982 11

1981 17

1980 13

1979 11

1978 15

1977 11

1976 13

1975 4

Total Passenger Vehicles 53,470



Pennsylvania Department of Transportation

Pennsylvania Electronic Emission Transmission System Reports

Gas Caps Replaced During Pass for Initial Tests:Listed By Model Year

Vehicle Type Reporting Date

Vehicle Make Reporting Period

2013 3

2012 408

2011 1,725

2010 1,368

2009 1,230

2008 2,337

2007 2,559

2006 2,667

2005 3,152

2004 3,621

2003 3,009

2002 2,610

2001 2,398

2000 2,339

1999 1,766

1998 1,332

1997 1,330

1996 1,119

1995 905

1994 692

1993 470

1992 307

1991 244

1990 237

1989 227

1988 163

1987 127

1986 116

1985 66

1984 54

1983 18

1982 17

1981 16

1980 12

1979 26

1978 29

1977 35

1976 11

1975 6

Total 38,751

2012

Total Number Gas Caps Replaced During Pass 

of Initial Test

TRUCKSLocation ALL 4/1/2013

Model Year

Test Type INITIAL ALL


